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 LubriMist® Oil Mist Generator
 Model ‘VO’

 IMPROVES MACHINERY RELIABILITY
 Reduces Bearingz Failures Up To 90% Plus . . .
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LubriMist’s® Patented
‘Clog Free’ Vortex

Mist Head Provides
More Reliability

and Superior Performance. 

• Large Oil and Air Passages
• Efficient Mist generation
• Low Maintenance Requirements
•  Adjustable Mist Density and Pressure

‘VO’ DESIGN FEATURES
• Three gallon reservoir with oil level
  sight gauge and pressure relief valve
•  Low oil level switch
• Immersion oil heater with thermostat
  and reservoir mounted oil temperature
  gauge
•  Air pressure regulator with gauge
  and auto drain air filter separator
• Air solenoid valve
•  Heavy gauge stainless steel construction
•  Available with 40, 100, 300 or 500 bearing 

inch generator head
The ‘VO’ oil mist generating unit, is designed 
for intermediate size systems where manual 
control and monitoring are acceptable.



Model ‘VO’ LubriMist 
® Oil MIst Generator

FOR SALES, 24 HOUR SERVICE OR TECHNICAL INFORMATION;
P.O.Box 19294

HOUSTON, TEXAS 77224-9294
713.464.6266 • FAX 713/464-9871 • 1 800-800-LUBE

Click here to contact LSC • www.lsc.com

  LEGEND
 1 VORTEX OIL MIST 
  GENERATOR HEAD
 2 MOUNTING FLANGES
 3 MIST OUTLET -2” NPT
 4 OIL FILL PORT
 5 PRESSURE RELIEF VALVE
 6 THREE GALLON RESERVOIR
 7 OIL TEMPERATURE GAUGE
 8 OIL LEVEL GAUGE
 9 MIST PRESSURE GAUGE
 10 RESERVOIR DRAIN
 11 IMMERSION OIL HEATER
 12 AIR PRESSURE REGULATOR/FILTER
  WITH PRESSURE GAUGE
 13 AIR SOLENOID VALVE
 14 OIL LEVEL SWITCH

D E S I G N  •  M A N U F A C T U R E  •  I N S T A L L A T I O N  •  M A I N T E N A N C E                     
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http://www.lsc.com/flash/info_request_form.html

